


Carpenters’ ‘‘Precision’’ Tools 


RUSSELL JENNINGS AUGER BITS are made with the ordinary 
Shank and also with the new ‘*PRECISION”’ turned Shank. 


Braces with Chucks for holding these Shanks have been added to 

the line of Auger Bits and also Expansive Bits, Bit Extensions, 

etc. These have been called ‘‘ PRECISION ’’ Tools, and descrip- 
tions and prices will be found in this bulletin. 
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Russell Jennings Braces 








Fig. 40 





Fig. 50 


Russell Jennings Braces are of the same quality that has made bits bearing 
that name the Standard. Our braces are supplied with two kinds of chucks, de- 
scribed on the opposite page. Our standard braces, Figs. 30, 40 and 50 are made 
with fibre grip and head, which are practically indestructible, and with ball- 
bearing head. Fig. 55 has stained wood grip and head and isa less expensive type, 


Fig. 30 Pattern 
SLEEVE BIT BRACE— 
PRECISION CHUCK 
Vulcanized fibre grip and head. 


With 8’/ sweep, 
6 10// e P 95.00 ‘< c¢ 


Fig. 50 Pattern 


RATCHET BIT BRACE— 
PRECISION CHUCK 


Vulcanized fibre grip and head, 
enclosed ratchet 


With 8” sweep, 
ae 10” ia . . 84.00 6 ce 
my 12/7! «¢ 5 85.00 c¢ c¢ 
na 14°! as . . 36.00 ¢ cc 


$24.00 per doz. 
With 8’’ sweep, . 


. $33.00 per doz. 


Fig. 40 Pattern 
RATCHET BIT BRACE— 
UNIVERSAL PRECISION CHUCK 


Vulcanized fibre grip and head, 
enclosed ratchet 


$44.00 per doz. 


ce 10’ «¢ 45.00 im ce 
‘ec 12”! ec 46.00 ce ce 
ce 14” cc 47.00 ce im 


Fig. 55 Pattern 


RATCHET BIT BRACE— 
PRECISION CHUCK 
Stained wood grip and head, 
open ratchet 
With 8” sweep, . $25.00 per doz. 
ce 10// ce 2 P 26.00 «6 c¢ 
a ee. * aT" 
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“Universal Precision” 
and “Precision” 


Chucks 


The Chuck is the essential difference be- 
tween the Russell Jennings bit brace and the 
other makes. The “ Universal Precision ’”’ 
Chuck, Fig. 400, will take either the Russell 
Jennings ‘‘ Precision’? Shank (see page 4) or 
the ordinary bit shank. With this Chuck a 
carpenter may purchase from time to time 
bits having the ‘‘ Precision’? Shank and yet 
use his ordinary tools as long as they last. In 
the construction of this Chuck no castings are 
used. All parts are forged ard accurately 
machined. The chucks may be interchanged 
so that an old chuck may be removed and a 
new one easily substituted. 





Fig. 400 | Fig. 500 


The Russell Jennings ‘“ Precision’? Chuck, Fig. 500, patented, is especiaily 
designed to take the ‘‘ Precision’’ Shank only. The split bushing, shown above, 
fits the turned shank of the bit, which has a slight reverse taper. Very little 
effort is required to draw up the knurled sleeve. The shank is gripped firmly and 
prevented from pulling out by the reverse taper. The bit cannot turn within the 
chuck because the slotted shank fits over the plate in the bottom of the chuck. 
The advantages of this turned shank are: —first, absolutely perfect and perman- 
ently perfect alignment; second, speed in placing and removing tools; third, 
tight grip with little effort; and fourth, no tendency for the shank to work loose. 


Special “Precision” Chuck 





Fig. 502 


This Chuck takes our regular ‘‘ Precision’’ Shank tools with %’’ shanks. It 
can be used in drill press or in tail stock of speed lathes on light work. In this 
way our ‘Precision’? Shank Bits may be used both for hand work and light 
machine work. 


List Price , ‘ . : ; $2 00 each 





4 RUSSELL JENNINGS MANUFACTURING CO. 





Russell Jennings 
Extension Lip Auger Bits 
“Precision” Shanks 


LIST PRICES 


Size in 16ths 3 4 5 6 7 
| Price perdoz. 4.50 4.00 4.00 4.00 4.50 
: Size in 16ths 8 9 10 11 12 
3 Price per doz. 5.00 5.50 6.00 7.00 7.00 
5 Sizeinl6ths 13 © 14 15 16 17 
Zz Price perdoz. 8.00 8.00 9.00 9.00 10.50 
Size in 16ths 18 :19 20 21 22 
Price per doz. 10.50 12.00 12.00 13.50 13.50 
Size in 16ths 23 24 25 26 27 
Price per doz. 15.00 15.00 17.00 17.00 19.CO 
Size in 16ths 28 29 30 31 32 
Price per doz. 19.00 21.00 21.00 23.00 23.00 


Length over all varies from 8 inches to 10 inches, 
depending on size. 

Sizes in 32ds from 7/32 to 31/32 furnished at the price of 
next larger size. Standard extension lip auger bits are not 
carried in stock by 32ds above 31/32, nor in 16ths above 32/16, 
but can be made to order, at special prices, which depend on 
the number of bits ordered. | 





Fig. 112 Long Dowel 





Fig. r1o 


Fig. 111 
Standard Russell Jennings Extension Lip Bits Quick Boring 
Double Thread are now made with three threads Single Thread 





Fig. S 
Double Thread. Un- 





Fig. X 
Double Quick Thread. 


Quick Boring. Ks- 


surpassed for accurate 
work in seasoned wood 
not extremely gummy 
or hard. Preferred by 
cabinet makers. 


pecially adapted for 
hard or gummy woods, 
end grain boring, mor- 
tising doors, etc. 


For rapid work in soft 


woods only. Not prac- 


tical for hard woods. 
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Auger Bit Extension—‘ Precision” Shank 








SEE THAT LINE ? 


Fig. 60 


To meet the needs for a bit extension which will not 
pull out of the bit brace, nor work loose, and which will 
stay in alignment with the axis of the brace and the bit, 
we have placed our bit extension on the market. This 
extension has our ‘‘ Precision’’ shank, which, when held 
in the “‘ Precision’’ brace-chuck, cannot work loose nor 
wobble. Being a turned surface it gives perfect align- 
ment. The chuck of this extension is also a ‘‘ Precision ”’ 
chuck (see page 8) and a ‘‘Precision”’ bit held in it isin 
perfect alignment from the point of the bit through to 
the head of the brace. This extension is made in five 
different lengths with the following prices: 


Fig. 60 
1a? ‘ ; , . $12.75 per dozen 
Taf? * ; ; 13.50 “ 
yt an : : 15.00 oe 
30/’ . . ; ‘ ; 16.50 af 


Ber" , ° ; , 18.00 al 


ELECTRICIANS AND STEAMFITTERS 


will find the ‘‘ Precision’’ brace-bit extension and quick- 
boring bits of decided advantage. Our solid head expan- 
sive bit can also be added to the outfit. For millwrights, 
electricians, etc., this bit extension which cannot pull out 
of the chuck nor get out of alignment will be found a 
great help, as a man can work rapidly with confidence in 
his tool. 
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Russell Jennings 


Expansive Bits 


(Patented) 


The Russell Jennings Expansive Bit is the strongest expan- 
sive bit on the market. The head is solid and designed for 
maximum strength. A passage way formed in the solid head 
takes the cutter which is adjusted by a worm in mesh with 
threads on the cutter, which form a rack. Precise adjustment 
to size is remarkably easy, for the worm gives perfect control 
over very slight movement. The pitch of the adjusting screw is 
such that one complete turn of this screw changes the diameter 
of the hole 1/8-inch. One-half turn of the adjusting screw 
changes the diameter 1/16-inch, and so on. 

“Creeping” of the expansive bit cutter is absolutely pre- 
vented by a clamping screw, which holds the worm and cutter 
firmly in position. 

The Russell Jennings Expansive Bit is made with either 
kind of shank —the Russell Jennings ‘‘Precision’’ Shank or the 
ordinary bit shank. 

The expansive bit with the ‘“‘ Precision’ shank is of special 
value to steam and hot water fitters, for it saves time in placing 
and removing the bit and gives a tight grip with little effort. It 
also saves time in adjusting to size as explained above. The 
Russell Jennings solid head gives abundant strength, and with 
the ‘‘Precision’’ shank there is no danger of its pulling out of 
the chuck. 


EXPANSIVE BITS 


No. List price per doz. 
Fig. 70 with ‘‘Precision’’ shank $20.00 
Fig. 71 with ordinary bit shank 20.00 


LIST PRICE OF PARTS 
Per doz. Per doz. 
Fig. 72 Large Cutter, $5.40 Fig. 75 Clamping Screw, $0.72 
Fig. 73 Small Cutter, 4.80 Fig. 76 Beveled Washer, 1.20 
Fig. 74 Adj. Screw, -96 





Fig. 70 


Fig. 72 Large Cutter Fig. 73 Small Cutter 
Bores 144'' to 24%4"’ Bores %'' to 134" 


Fig. 74 Adj. Screw Fig. 75 Clamp Screw Fig. 76 Washer 
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Screw Driver Bits 


Russell Jennings Screw Driver Bits are made from a special tool steel care- 
fully tempered and designed for maximum strength. This screw driver is of sucha 
superior quality that we have no hesitancy in putting the RUSSELL JENNINGS 
name on it and backing it with the RUSSELL JENNINGS guarantee. 

Screw Driver Bits with ‘‘Precision’’ shank are made for use in the ‘‘Precision”’ 
or ‘‘ Universal Precision’? Brace Chuck. As in the case of boring bits, these 
screw drivers are held fast with no possibility of turning and without tendency to 
work loose. Quickly inserted and removed. | 


No. Width Shank List price per doz. 
Fig. 82 5-16 ‘‘Precision’’ Shank $3 .00 
Fig. 83 5-16 Ordinary Bit Shank 3.00 
Fig. 86 7-16 ‘‘Precision’’ Shank 3.50 
Fig. 87 7-16 Ordinary Bit Shank 3.50 


COUNTERSINKS 


FOR WOOD FOR METAL 

The Russell Jennings metal counter- 
‘ . sink is made from twist drill stock aud 
the best crucible steel and carries the tempered for metal cutting purposes, 
and is also backed by the RUSSELL 
JENNINGS guarantee. 


Our countersink for wood is made of 


same guarantee as our bits. 


Per doz. Per doz. 
Fig. 90 “Precision” Shank $5.00 Fig. 94 ‘Precision’? Shank $8.50 
Fig. 91 Ordinary Shank 5-00 Fig. 95 Ordinary Shank 3 50 


Forstner Bits in Sets 


Manufactured by The Progressive Mfg. Co., Torrington, Conn. 
Furnished with our ‘‘Precision’’ Shank to fit our ‘‘Precision’’ Braces. 





Set contains Thirteen Bits, one each 4/16 to 16/16 by 16ths. 
List Price : ; : $16.50 


German Pattern Gimlet Bits 


With ‘‘Precision’’ Shank 





Made from tool steel. Hardened and tempered. 
Sizes 2/32 to 10/32. 
List Price . . $3.00 per doz. 
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Precision Sets 





Set No. rz 


Russell Jennings ‘‘ Precision”? tools are put up in sets containing different 
assortments to suit the convenience of carpenters and other workmen. Sets are con- 
tained in neat basswood boxes with clips and fittings to secure the tools in place. 


Sets No. 1, 11, and 12 contain thirteen 


extension lip auger bits, one expansive Set No. Brace Price 
bit, one auger bit extension, two screw te No. 40 $15.00 
driver bits, one countersink for wood, 11 No. 50 14.00 
one countersink for metal, and brace as 12 No. 55 13.50 


indicated in column at the right. 


The other sets contain various assortments as shown below. 


Brace | Number| Expansive |Screw Drivers and Bit Pri 


7 No. of Bits Bit Countersinks Extension — 
2 40 10 Fig. 70 Two each Fig. 60-16/’| $15.50 
3 40 i a a eee ee ee es CPE re LI te 
4 40 10 ae. 8‘ seaxaexsas,. ° amidssasnan: 11.50 

13 50 10 Fig. 70 Two each Fig. 60-16'') 12.00 

14 55 10 Fig. 70 Two each Fig. 60-16'’| 11.75 

15 50 i a en TT Tere ee eee Pe ee 10.50 

16 55 wwe «6h Clk aewomm «= ls ¥ 29d 5 ecm 10.00 

17 50 10 acca.” isapismomes WstS46canue 10.25 

ig | 55 10 ce a Ter es ee ee 9.75 


Where thirteen bits are furnished sizes include one each—sizes 4/16” to 
16/16”. Where ten bits are furnished, sizes include one each 4/16” to 13/16”. 


